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MADE IN GREAT BRITAIN
OUTSTANDING PERFORMANCE 
EXTREME DURABILITY



pptsales@aol.com
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MK1 ASSEMBLY

WEIGHT: 

A3

SHEET 1 OF 1 SCALE:

PART NO:

TITLE:

REVISION DO NOT SCALE DRAWING

MATERIAL:

DATE SIGNATURE NAME

DEBUR AND 
BREAK SHARP 
EDGES

HEAT TREATMENT: UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
ANGULAR:
LINEAR:

Q.A
MFG
APPV'D
CHK'D
DRAWN

Grams.

BRIGGS AIRMOTORS
BRIGGS BROS.(ENGINEERS)LTD.

02/01/2014 AMIN
ALL DIMENSIONS ARE IN mm

NJS
PAUL

12015

02/01/2014
02/01/2014

Model Number Free Speed Power Collet Size Collet Options Vibration Level Noise Level

PPT1 25,000RPM  0.7Hp 6mm Standard 8mm or 10mm 2.13m/s2 91dBA

Dimension A Dimension B Dimension C Net Weight Exhaust Inlet Thread

195mm 42mm 55mm 0.63kg Rear 1/4bsp

OUTSTANDING PERFORMANCE
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12036- REAR EXHAUST-LEVER VALVE- S838 SPINDLE :12198 •

•

QUANTITY
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NOPART NUMBERPART NAMEQUANTITY
1712130SPACER1
1827202BRG.608ZZ1
1912169DIVERTER1
2012167MOTOR HOUSING1
2127500JAW COUPLINGM8 THREAD1
D27503JAW COUPLING(EN8)2
E27504SIMPLATROL SPIDER U4-38501
2227219BRG.6000ZZ2
2312172SPINDLE BODY1
2412198S838.SPINDLE 1
2527225NK 15 /20NK 15/200 NEEDLE BRG1
2612177BEARING COVER1
27S838-COLLECT1
2829044M18 X 1-COLLECT NUT1
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MK3 R.EXH ASSEMBLY
S838.SPINDLE LEVER VALVE

WEIGHT: SHEET 1 OF 1 SCALE:

PART NO:

TITLE:

REVISION DO NOT SCALE DRAWING

MATERIAL:

DATE SIGNATURE NAME

DEBUR AND 
BREAK SHARP 
EDGES

HEAT TREATMENT: UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
ANGULAR:
LINEAR:

Q.A
MFG
APPV'D
CHK'D
DRAWN

Grams.

BRIGGS AIRMOTORS
BRIGGS BROS.(ENGINEERS)LTD.

03/01/2014 AMIN
ALL DIMENSIONS ARE IN mm

NJS
PAUL

12036

03/01/2014
03/01/2014

Dimension A Dimension B Dimension C Net Weight Exhaust Inlet Thread

300mm 42mm 115mm 0.95kg Rear 1/4bsp

Model Number Free Speed Power Collet Size Collet Options Vibration Level Noise Level

PPT3 25,000RPM 0.7Hp 6mm Standard 8mm or 10mm 2.30m/s2 92dBA

EXTREME DURABILITY
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PART NO. PART NAMEQUANTITY
R.EXH VALVE BODY1

VALVE STEM ASSY1
18256STAR1
18361RUBBER SEAL1
26215VALVE PIN1

LEVER ACTUATOR1
LEVER1

SUPPORT PIN1
SPRING1
GAUZE1

3/8" BSP ADAPTOR1
DIVERTER1

BEARING CAP1
BRG. 608ZZ1

R.EXH. REAR BRG PLATE1
3 X 19.8 PIN

CYLINDER1

ROTOR1

VANE4

NOPAT NO.PART NAMEQUANTITY

1714156FRONT PLATE SPACER1

1814155R.EXH.FRONT BRG PLATE1

19262093 X 11.8 PIN1

2027220BRG. 6200ZZ1

2127500JAW COUPLING M8 THREAD1

D27503JAW COUPLING (EN8)2

E27504SMPLATROL SPIDER U4-38501

2214161SILENCER/SPACER1

2314148MOTOR BODY. R.EXH1

2414143SPINDLE MK6-S8381

25272463200ZZ1

2614140SPINDLE BODY. R.EXH1

2727226ROLLER RACE NK20/201

2814144MK6 BRG. COVER1

2929062COLLECT S838 TYP20- 8mm1

3029044COLLECT BUT M18X1 THREAD1
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NAME

SURFACE FINISH:
TOLERANCES:
ANGULAR:
LINEAR:

Q.A
MFG
APPV'D
CHK'D
DRAWNAMIN

NJS
PAUL

www.principalpowertools.co.uk

Dimension A Dimension B Dimension C Net Weight Exhaust Inlet Thread

350mm 46mm 130mm 1.46kg Rear 3/8bsp

Model Number Free Speed Power Collet Size Collet Options Vibration Level Noise Level

PPT6 16,000RPM 1.1Hp 6mm Standard 8mm or 10mm 2.30m/s2 92dBA

BRITISH MANUFACTURING
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•  Principal die grinders are made in the 
industrial heartland of Great Britain.

•  All our die grinders are manufactured 
from the highest quality materials to 
precise tolerances to withstand the 
arduous environment of today’s heavy 
industry.

•  Principal die grinders balance 
outstanding performance with extreme 
durability.

•  All three tools in the range are available 
with 6, 8 or 10mm collet.

•  Our die grinders offer maximum power 
with minimum vibration.

•  Principal grinders are covered by a full 
12 months parts and labour warranty 
against manufactured defects.

QU
ALITY



www.principalpowertools.co.uk

Principal Power Tools Ltd.
Unit 2D, Lloyd Street

Parkgate, Rotherham S62 6JG
T: 01709 528600
F: 01709 528601

E: pptsales@aol.com

Also available
The Principal Burr Catalogue
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2015 PRICE LIST

Please contact us for your copy


