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Impact wrenches IMPACT WRENCHESIMPACT WRENCHES

CORDLESS IMPACT WRENCH/DRIVER

Long service life
The outstanding service lives of the brushless FEIN 
PowerDrive motors are impressive. 30 % more 
efficiency preserves the battery and ensures a longer 
battery life.

Adjustable torque – better control
With the adjustable impact wrench/drivers, you can 
select the right torque for every screw size and thereby 
prevent screw heads from being torn off. 

10 % more torque in reverse running
To release extremely tight screws, the torque is 
increased by 10 % in reverse running.

BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ 1/2" square for holding sockets.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Metric screws up to M18 (8.8). 
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 18-300 W2 Cordless impact wrench/driver with brushless motor and 6-stage torque setting. For metric screwdriving applications up 
to M18.

Part number 7 115 06 61

Battery voltage V 18
Battery capacity Ah 5

Battery compatibility Li-ion /  
HighPower Li-ion

Battery interface MultiVolt
Motor brushless
Speed, no load rpm 0 - 1 700
Impacts rpm 0 - 3 400
Max. torque Nm 290
Torque levels 6
Tool Holder 1/2" Outer square
Max. metric screw M18 (8.8)
Wood screw Ø mm 8 x 300
Weight with battery kg 1,70
Weight without storage 
battery kg 1,00Supplied

2 battery packs (Li-ion), 1 rapid charger  
ALG 50, 1 belt clip, 1 bit holder, 1 plastic 
carrying case

For accessories, see page 206
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Impact wrenchesImpact wrenches

BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ 1/2" square for holding sockets.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Metric screws up to M18 (8.8). 
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 18-300 W2 
SELECT

Cordless impact wrench/driver with brushless motor and 6-stage torque setting. For metric screwdriving applications up 
to M18.

Part number 7 115 06 64

Battery voltage V 18

Battery compatibility Li-ion /  
HighPower Li-ion

Battery interface MultiVolt
Motor brushless
Speed, no load rpm 0 - 1 700
Impacts rpm 0 - 3 400
Max. torque Nm 290
Torque levels 6
Tool Holder 1/2" Outer square
Max. metric screw M18 (8.8)
Wood screw Ø mm 8 x 300
Weight without storage 
battery kg 1,00

Supplied
1 belt clip, 1 bit holder, 1 plastic carrying case

For accessories, see page 206

BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ 1/4" hexagon socket for holding bits and socket 

wrench inserts.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 18-200 W4 Impact wrench/driver with brushless motor and 6-stage torque setting. For universal screwdriving applications including 
self-drilling screwdriving.

Part number 7 115 07 61

Battery voltage V 18
Battery capacity Ah 5

Battery compatibility Li-ion /  
HighPower Li-ion

Battery interface MultiVolt
Motor brushless
Speed, no load rpm 0 - 1 500
Impacts rpm 0 - 3 000
Max. torque Nm 210
Torque levels 6

Tool Holder 1/4" hexagon 
socket

Wood screw Ø mm 8 x 200
Weight with battery kg 1,70
Weight without storage 
battery kg 1,00

Supplied
2 battery packs (Li-ion), 1 rapid charger  
ALG 50, 1 belt clip, 1 bit holder, 1 plastic 
carrying case

For accessories, see page 206
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BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ 1/4" hexagon socket for holding bits and socket 

wrench inserts.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 18-200 W4 
SELECT

Impact wrench/driver with brushless motor and 6-stage torque setting. For universal screwdriving applications including 
self-drilling screwdriving.

Part number 7 115 07 64

Battery voltage V 18

Battery compatibility Li-ion /  
HighPower Li-ion

Battery interface MultiVolt
Motor brushless
Speed, no load rpm 0 - 1 500
Impacts rpm 0 - 3 000
Max. torque Nm 210
Torque levels 6

Tool Holder 1/4" hexagon 
socket

Wood screw Ø mm 8 x 200
Weight without storage 
battery kg 1,00

Supplied
1 belt clip, 1 bit holder, 1 plastic carrying case

For accessories, see page 206

BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ 3/8" square for holding sockets.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Metric screws up to M14 (8.8). 
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Can be set down safely on the battery.
ꨉꨉ Slim handle.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 12-150 W8C Cordless impact wrench/driver with brushless motor and 6-stage torque setting. For metric screwdriving applications up 
to M14. 

Part number 7 115 04 61

Battery voltage V 12
Battery capacity Ah 2,5
Battery compatibility Li-ion
Battery interface 12 V
Motor brushless
Speed, no load rpm 0 - 1 800
Impacts rpm 0 - 3 600
Max. torque Nm 135
Torque levels 6
Tool Holder 3/8" Outer square
Max. metric screw M14 (8.8)
Wood screw Ø mm 8 x 100
Weight with battery kg 1,10
Weight without storage 
battery kg 0,85Supplied

2 battery packs (Li-ion), 1 rapid charger  
ALG 50, 1 belt clip, 1 bit holder, 1 plastic 
carrying case

For accessories, see page 206
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Impact wrenchesImpact wrenches

BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ 3/8" square for holding sockets.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Metric screws up to M14 (8.8). 
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Can be set down safely on the battery.
ꨉꨉ Slim handle.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 12-150 W8 
SELECT

Cordless impact wrench/driver with brushless motor and 6-stage torque setting. For metric screwdriving applications up 
to M14. 

Part number 7 115 04 64

Battery voltage V 12
Battery compatibility Li-ion
Battery interface 12 V
Motor brushless
Speed, no load rpm 0 - 1 800
Impacts rpm 0 - 3 600
Max. torque Nm 135
Torque levels 6
Tool Holder 3/8" Outer square
Max. metric screw M14 (8.8)
Wood screw Ø mm 8 x 100
Weight without storage 
battery kg 0,85

Supplied
1 belt clip, 1 bit holder, 1 plastic carrying case

For accessories, see page 206

BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ 1/4" hexagon socket for holding bits and socket 

wrench inserts.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Can be set down safely on the battery.
ꨉꨉ Slim handle.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 12-150 W4C Impact wrench/driver with brushless motor and 6-stage torque setting. For universal screwdriving applications including 
self-drilling screwdriving.

Part number 7 115 05 61

Battery voltage V 12
Battery capacity Ah 2,5
Battery compatibility Li-ion
Battery interface 12 V
Motor brushless
Speed, no load rpm 0 - 1 700
Impacts rpm 0 - 3 400
Max. torque Nm 135
Torque levels 6

Tool Holder 1/4" hexagon 
socket

Wood screw Ø mm 8 x 100
Weight with battery kg 1,10
Weight without storage 
battery kg 0,85Supplied

2 battery packs (Li-ion), 1 rapid charger  
ALG 50, 1 belt clip, 1 bit holder, 1 plastic 
carrying case

For accessories, see page 206
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BENEFITS OF USE
ꨉꨉ Brushless FEIN PowerDrive motor with 30 % higher 

efficiency and long service life.
ꨉꨉ Electronic 6-stage torque setting prevents screw heads 

from being torn off.
ꨉꨉ 10 % more torque in reverse running to loosen screws 

which are extremely tight.

PRODUCT FEATURES
ꨉꨉ 1/4" hexagon socket for holding bits and socket 

wrench inserts.
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Contact guard on gearbox head.
ꨉꨉ Can be set down safely on the battery.
ꨉꨉ Slim handle.
ꨉꨉ Compact design.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 12-150 W4 
SELECT

Impact wrench/driver with brushless motor and 6-stage torque setting. For universal screwdriving applications including 
self-drilling screwdriving.

Part number 7 115 05 64

Battery voltage V 12
Battery compatibility Li-ion
Battery interface 12 V
Motor brushless
Speed, no load rpm 0 - 1 700
Impacts rpm 0 - 3 400
Max. torque Nm 135
Torque levels 6

Tool Holder 1/4" hexagon 
socket

Wood screw Ø mm 8 x 100
Weight without storage 
battery kg 0,85

Supplied
1 belt clip, 1 bit holder, 1 plastic carrying case

For accessories, see page 206

BENEFITS OF USE
ꨉꨉ Powerful and long-life DC motor with overheating and 

overload protection.
ꨉꨉ Up to 100 Nm torque - tightens screws of up to M12 

with ease.
ꨉꨉ 1/4" hexagon socket for holding bits and socket 

wrench inserts.

PRODUCT FEATURES
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Aluminium gearbox housing.
ꨉꨉ Can be set down safely on the battery.
ꨉꨉ Slim handle.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 12-100 W4C Cordless impact wrench/driver with DC motor. For universal screw connections.

Part number 7 115 03 61

Battery voltage V 12
Battery capacity Ah 2,5
Battery compatibility Li-ion
Battery interface 12 V
Motor 2-pole DC
Speed, no load rpm 0 - 2 700
Impacts rpm 0 - 3 450
Max. torque Nm 100

Tool Holder 1/4" hexagon 
socket

Wood screw Ø mm 8 x 80
Weight with battery kg 1,10
Weight without storage 
battery kg 0,90

Supplied
2 battery packs (Li-ion), 1 rapid charger  
ALG 50, 1 belt clip, 1 bit holder, 1 plastic 
carrying case

For accessories, see page 206
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Impact wrenches

BENEFITS OF USE
ꨉꨉ Powerful and long-life DC motor with overheating and 

overload protection.
ꨉꨉ Up to 100 Nm torque - tightens screws of up to M12 

with ease.
ꨉꨉ 1/4" hexagon socket for holding bits and socket 

wrench inserts.

PRODUCT FEATURES
ꨉꨉ Robust solid metal impact gear.
ꨉꨉ Aluminium gearbox housing.
ꨉꨉ Can be set down safely on the battery.
ꨉꨉ Slim handle.
ꨉꨉ One charger for all FEIN Li-ion batteries of all voltage 

classes.
ꨉꨉ The battery charge can be read off the battery.
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.

ASCD 12-100 W4 
SELECT Cordless impact wrench/driver with DC motor. For universal screw connections.

Part number 7 115 03 64

Battery voltage V 12
Battery compatibility Li-ion
Battery interface 12 V
Motor 2-pole DC
Speed, no load rpm 0 - 2 700
Impacts rpm 0 - 3 450
Max. torque Nm 100

Tool Holder 1/4" hexagon 
socket

Wood screw Ø mm 8 x 80
Weight without storage 
battery kg 0,90

Supplied
1 belt clip, 1 bit holder, 1 plastic carrying case

For accessories, see page 206

GENERAL ACCESSORIES

Cordless ALED 12-18 V LED 
lamp
Compact and durable cordless 
LED lamp with swivel-mounted 
lamp head. Compatible with all  
12 / 14 / 18 V FEIN Li-ion batter-
ies, including hook for attaching 
the lamp. Extremely lightweight at 
130 g and very bright at 900 Lux. 
Colour temperature is the equiva-
lent of daylight. The brightness can 
be set to 2 levels.

Part number
9 26 04 200 02 0

Tool case
Plastic, inner dimensions:  
470 x 275 x 116 mm

Part number
3 39 01 118 01 0

Tool case
Suitable for ABSU 12, ASCD 12, 
ASCM 12

Part number
3 39 01 160 01 0

Plastic box
Box insert with lockable lid for 
small parts and accessories, suita-
ble for tool box 3 39 01 118 01 0, 
max 5 items/box.

Part number
3 39 01 119 00 0

Quick charger ALG 50
For all FEIN Li-ion batteries. 
Charge time from 35 min.

Part number
9 26 04 129 01 0

Quick charger ALG 30
For FEIN NiCd and Li-ion batter-
ies. Charge time from 25 min.

Part number
9 26 04 096 01 0

18 V BATTERY

Battery pack
Li-ion battery with charge status 
indicator and FEIN SafetyCell 
technology. Protects the battery 
and tool from overload, overheat-
ing and total discharge. Can be 
used with all FEIN 18 V cordless 
tools.

Capacity
Ah

Part number

5 9 26 04 173 02 0
2,5 9 26 04 171 02 0

Battery starter set
2 x Li-ion batteries with ALG 50 
rapid charger.

Capacity
Ah

Part number

5 9 26 04 300 03 0
2,5 9 26 04 300 04 0

12 V BATTERY

Battery pack
Li-ion battery with charge status 
indicator and FEIN SafetyCell 
technology. Protects the battery 
and tool from overload, overheat-
ing and total discharge. Can be 
used with all FEIN 12 V cordless 
tools and 18 V cordless tools with 
MultiVolt interface.

Capacity
Ah

Part number

2,5 9 26 04 168 02 0

Battery starter set
2 x Li-ion batteries with ALG 50 
rapid charger.

Capacity
Ah

Part number

2,5 9 26 04 250 01 0

IMPACT WRENCHES
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METAL SCREW GUN

Reliable working
The FEIN metal screw gun allows you to process self-drilling screws, tap-drilling 
screws and wing teks with great precision. The depth stop allows even screws 
with sealing discs to be processed reliably and subsequent corrosion damage to be 
avoided.

Continually high output
Even in continuous operation, the FEIN ASCS delivers the power needed and the 
right speed. So you can screw directly into steel girders with ease.

BENEFITS OF USE
ꨉꨉ Powerful battery for more than 150 screw connections 

in 1.25 mm trapezoidal sheet metal on to 2 mm steel.
ꨉꨉ Electronic torque shut-off for precise results even 

without a depth stop.
ꨉꨉ Brushless FEIN PowerDrive motor, fully encapsulated 

and dust-protected with 30 % higher efficiency and 
long service life..

PRODUCT FEATURES
ꨉꨉ Tested for more than 1 million screw connections.
ꨉꨉ More than 1,000 charge cycles per battery pack.
ꨉꨉ Extremely light weight.
ꨉꨉ Optimum ergonomics with gun handle for high contact 

pressure.
ꨉꨉ Powerful up to 30 Nm.

ASCS 6.3 SELECT Speed-optimised cordless drill/driver for screw connections in metal up to a diameter of 6.3 mm.

Part number 7 113 11 63

Battery voltage V 18

Battery compatibility Li-ion /  
HighPower Li-ion

Battery interface 18 V
Speed, full load rpm 0 - 1 500
Speed, no load rpm 0 - 1 700
Max. torque (hard/soft) Nm 30 / 10
Screw Ø mm 6,3
Rapid change chuck 1/4"
Weight without storage 
battery kg 1,10

Supplied
1 hook, 1 depth stop, 1 insert for hexagon 
bolts SW 8, 1 plastic carrying case

For accessories, see page 208

IMPACT WRENCHES
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Metal screw gun

BENEFITS OF USE
ꨉꨉ Safe working with self-drilling and thread-moulding 

screws up to 4.8 mm with or without sealing disc. It is 
also suitable for wing screws.

ꨉꨉ Lightweight drill/driver for fatigue-free working in 
roof and facade construction as well as heating, air 
conditioning and ventilation.

ꨉꨉ Adjustable, power-sensitive FEIN universal clutch 
for optimum configuration of torque when working 
without depth stop.

PRODUCT FEATURES
ꨉꨉ FEIN high-power motor.
ꨉꨉ Practical hand strap.

SCS 4.8-25 One of the lightest self-drilling screwdriver in its class for roof and facade construction.

Part number 7 213 04

Input W 450
Output W 250
Speed, full load rpm 0 - 2 000
Speed, no load rpm 0 - 2 500
Max. torque (hard/soft) Nm 16 / -
Screw Ø mm 4,8
Rapid change chuck 1/4"
Cable with plug m 5
Weight according to EPTA kg 1,30

Supplied
1 depth stop, 1 magnetic holder for bits 1/4", 
1 bit 1/4" for cross-slotted screws size 2 / 
Phillips (form H) extra hard, 1 hand strap,  
1 belt clip

For accessories, see page 208

GENERAL ACCESSORIES

Cordless ALED 12-18 V LED 
lamp
Compact and durable cordless 
LED lamp with swivel-mounted 
lamp head. Compatible with all  
12 / 14 / 18 V FEIN Li-ion batter-
ies, including hook for attaching 
the lamp. Extremely lightweight  
at 130 g and very bright at 900 
Lux. Colour temperature is the 
equivalent of daylight. The bright-
ness can be set to 2 levels.

Part number
9 26 04 200 02 0

Tool case
Plastic, inner dimensions:  
470 x 275 x 116 mm

Part number
3 39 01 118 01 0

Plastic box
Box insert with lockable lid for 
small parts and accessories, suita-
ble for tool box 3 39 01 118 01 0, 
max 5 items/box.

Part number
3 39 01 119 00 0

Quick charger ALG 50
For all FEIN Li-ion batteries. 
Charge time from 35 min.

Part number
9 26 04 129 01 0

Quick charger ALG 30
For FEIN NiCd and Li-ion batter-
ies. Charge time from 25 min.

Part number
9 26 04 096 01 0

Tool holder 1/4" external 
hexagon
1/4" Drive-Hex Socket
with quick-change chuck

Ø
mm

L
mm

Part number

15 51 6 05 10 011 00 9

Tool holder 1/4" external 
hexagon
1/4" Drive-Hex Socket
with spring washer, magnetic

Ø
mm

L
mm

Part number

10,6 45 6 05 10 215 00 3

18 V BATTERY

Battery pack
Li-ion battery with charge status 
indicator and FEIN SafetyCell 
technology. Protects the battery 
and tool from overload, overheat-
ing and total discharge. Can be 
used with all FEIN 18 V cordless 
tools.

Capacity
Ah

Part number

5 9 26 04 173 02 0
2,5 9 26 04 171 02 0

Battery starter set
2 x Li-ion batteries with ALG 50 
rapid charger.

Capacity
Ah

Part number

5 9 26 04 300 03 0
2,5 9 26 04 300 04 0

METAL SCREW GUN

METAL SCREW GUN
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Metal screw gun ROTARY HAMMER DRILL

ROTARY HAMMER DRILL

Part number
9 26 04 200 02 0

Part number
9 26 04 129 01 0

Part number
9 26 04 096 01 0

Capacity
Ah

Part number

5 9 26 04 173 02 0
2,5 9 26 04 171 02 0

Capacity
Ah

Part number

5 9 26 04 300 03 0
2,5 9 26 04 300 04 0

BENEFITS OF USE
ꨉꨉ Rapid work progress thanks to brushless motor with 

high impact energy.
ꨉꨉ Fatigue-free working thanks to compact design and 

few vibrations.
ꨉꨉ Protection for the user and tool by means of safety 

clutch and overload protection.

PRODUCT FEATURES
ꨉꨉ Combination hammer with three functions: hammer 

drilling, drilling and chiselling.
ꨉꨉ Brushless motor with 30 % higher efficiency and long 

service life.
ꨉꨉ 80 holes (10 x 75 mm) with one battery charge (5 Ah).
ꨉꨉ Producing 68 mm socket holes with drill bit in ma-

sonry.
ꨉꨉ The optional drilling dust nozzle means that little dust 

is produced.
ꨉꨉ Low-vibration working at just 12 m/s².
ꨉꨉ FEIN SafetyCell technology. Protects the battery and 

tool from overload, overheating and total discharge.
ꨉꨉ 3-year FEIN PLUS warranty including battery and 

charger.
ꨉꨉ The battery charge can be read off the battery.

ABH 18 SELECT Extremely compact and powerful cordless rotary hammer drill with an impact energy of 2 J for drilling up to 20 mm in 
concrete.

Part number 7 140 01 64

Battery voltage V 18

Battery compatibility Li-ion /  
HighPower Li-ion

Battery interface 18 V
Motor brushless
Speed, no load rpm 0 - 1 200
Impacts rpm 0 - 4 400
Impact energy J 2,0
Tool Holder SDS-plus
Hole diameter, concrete mm 20
Hole diameter, masonry mm 68
Capacity in steel Ø mm 13
Capacity in wood Ø mm 22
Weight without storage 
battery kg 2,30

Supplied
1 handle, 1 depth stop, 1 plastic carrying case

For accessories, see page 209

Part number
9 26 02 101 01 0

Quick charger ALG 50
For all FEIN Li-ion batteries. 
Charge time from 35 min.

Cordless ALED 12-18 V LED 
lamp
Compact and durable cordless 
LED lamp with swivel-mounted 
lamp head. Compatible with all  
12 / 14 / 18 V FEIN Li-ion batter-
ies, including hook for attaching 
the lamp. Extremely lightweight at 
130 g and very bright at 900 Lux. 
Colour temperature is the equiva-
lent of daylight. The brightness can 
be set to 2 levels.

GENERAL ACCESSORIES
Quick charger ALG 30
For FEIN NiCd and Li-ion batter-
ies. Charge time from 25 min.

18 V BATTERY

Battery pack
Li-ion battery with charge status 
indicator and FEIN SafetyCell 
technology. Protects the battery 
and tool from overload, overheat-
ing and total discharge. Can be 
used with all FEIN 18 V cordless 
tools.

Battery starter set
2 x Li-ion batteries with ALG 50 
rapid charger.

Drilling dust nozzle
Drilling dust nozzle for wet/dry 
dust extractor. For drilling in all 
standard wall and ceiling surfaces 
and producing little dust. For suc-
tion hose with 35 mm diameter.
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Sheet metal shearsSHEET METAL SHEARS SHEET METAL SHEARS

SHEET METAL SHEARS

Efficient and reliable
Sheet metal shears operate very efficiently and with no material loss at cutting speeds 
of up to 8 m/min.

Uninterrupted work progress
The chip suppressor cleanly discharges the sheet metal to the rear.

BENEFITS OF USE
ꨉꨉ Outstanding ergonomics through compact and simple 

construction for optimal mobility of the shears.
ꨉꨉ Good curve precision with low sheet-metal distortion.
ꨉꨉ Four-fold reversing blade for clean and burr-free 

cutting with low operating costs.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ Perfect for trimming and cutting.
ꨉꨉ Unrestricted view of the cutting line.
ꨉꨉ Proven MultiMaster motor with outstanding 

performance and stability.
ꨉꨉ Cutting capacity with one battery charge: 140 m.
ꨉꨉ Stainless steel up to 1.0 mm.

ABLS 18 1.6 E SELECT Ergonomic, curve-compatible cordless sheet metal shears for cutting and trimming thin sheets.

Part number 7 130 04 61

Battery voltage V 18

Battery compatibility Li-ion / 
HighPower Li-ion

Battery interface MultiVolt
Strokes rpm 2 200 - 3 700
Cutting speed m/min 6 - 9
Steel up to 400 N/mm² mm 1,6
Steel up to 600 N/mm² mm 1,2
Steel up to 800 N/mm² mm 1,0
Non-ferrous metals up to 
250 N/mm² mm 2,0

Rad. of smallest curve mm 15
Weight without storage 
battery kg 1,40

Supplied
1 ABLS 18 1.6 E, 1 pair of blades, 1 set of 
wrenches, 1 hand guard, 1 plastic carrying 
case

For accessories, see page 221

BENEFITS OF USE
ꨉꨉ Outstanding ergonomics through compact and simple 

construction for optimal mobility of the shears.
ꨉꨉ Good curve precision with low sheet-metal distortion.
ꨉꨉ Four-fold reversing blade for clean and burr-free 

cutting with low operating costs.

PRODUCT FEATURES
ꨉꨉ Perfect for trimming and cutting.
ꨉꨉ Unrestricted view of the cutting line.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 1.0 mm.

BLS 1.6 E Easy-to-use, curve-compatible sheet metal shears for cutting and trimming thin sheets.

Part number 7 230 34 61

Input W 350
Output W 210
Strokes rpm 2 300 - 4 800
Cutting speed m/min 8 - 12
Steel up to 400 N/mm² mm 1,6
Steel up to 600 N/mm² mm 1,2
Steel up to 800 N/mm² mm 1,0
Non-ferrous metals up to 
250 N/mm² mm 2,0

Rad. of smallest curve mm 15
Cable with plug m 5
Weight according to EPTA kg 1,70

Supplied
1 pair of blades, 1 set of wrenches,  
1 hand guard

For accessories, see page 221
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BENEFITS OF USE
ꨉꨉ High performance and powerful motor for the most 

difficult tasks.
ꨉꨉ Unrestricted view of the cutting line makes faster 

work progress possible.
ꨉꨉ Four-fold reversing blade for clean and burr-free 

cutting with low operating costs.

PRODUCT FEATURES
ꨉꨉ Perfect for trimming and cutting.
ꨉꨉ Unrestricted view of the cutting line.
ꨉꨉ Good curve precision with low sheet-metal distortion.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 1.6 mm.

BLS 2.5 E Easy-to-use, curve-compatible sheet metal shears for working with stainless steel.

Part number 7 230 35 61

Input W 350
Output W 210
Strokes rpm 800 - 1 700
Cutting speed m/min 3 - 6
Steel up to 400 N/mm² mm 2,5
Steel up to 600 N/mm² mm 2,0
Steel up to 800 N/mm² mm 1,6
Non-ferrous metals up to 
250 N/mm² mm 3,0

Rad. of smallest curve mm 20
Cable with plug m 5
Weight according to EPTA kg 2,10

Supplied
1 pair of blades, 1 set of wrenches,  
1 hand guard

For accessories, see page 221

BENEFITS OF USE
ꨉꨉ Tool-free height adjustment of the plunger blade for 

adapting to various material thicknesses.
ꨉꨉ Excellent work progress for rapid completion of large 

and long surfaces.
ꨉꨉ Patented swarf suppresser for optimum and safe swarf 

removal.

PRODUCT FEATURES
ꨉꨉ Perfect for the trimming of sheet metal constructions.
ꨉꨉ Excellent power-to-weight ratio.
ꨉꨉ Unrestricted view of the cutting line.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ Two-fold reversing blade.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 2.0 mm.
ꨉꨉ Wide range of accessories.

BLS 3.5 Universal sheet metal shears with tool-free setting of material thickness.

Part number 7 230 23

Input W 1 200
Output W 750
Strokes rpm 1 500
Cutting speed m/min 4 - 5
Steel up to 400 N/mm² mm 3,5
Steel up to 600 N/mm² mm 3,0
Steel up to 800 N/mm² mm 2,0
Non-ferrous metals up to 
250 N/mm² mm 4,0

Rad. of smallest curve mm 30
Cable with plug m 5
Weight according to EPTA kg 5,40Supplied

1 pair of blades, 1 hand guard, 1 additional 
handle, 1 set of wrenches

For accessories, see page 221

BENEFITS OF USE
ꨉꨉ High performance and powerful motor for the most 

difficult tasks.
ꨉꨉ Excellent work progress for rapid completion of large 

and long surfaces.
ꨉꨉ Patented swarf suppresser for optimum and safe swarf 

removal.

PRODUCT FEATURES
ꨉꨉ Perfect for the trimming of sheet metal constructions.
ꨉꨉ Excellent power-to-weight ratio.
ꨉꨉ Unrestricted view of the cutting line.
ꨉꨉ Two-fold reversing blade.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 2.0 mm.
ꨉꨉ Wide range of accessories.

BLS 4.2 Powerful sheet metal shears for cutting, separating and trimming sheet metal constructions.

Part number 7 230 24

Input W 1 200
Output W 750
Strokes rpm 750
Cutting speed m/min 4 - 5
Steel up to 400 N/mm² mm 4,2
Steel up to 600 N/mm² mm 3,0
Steel up to 800 N/mm² mm 2,0
Non-ferrous metals up to 
250 N/mm² mm 5,0

Rad. of smallest curve mm 25
Cable with plug m 5
Weight according to EPTA kg 5,20

Supplied
1 pair of blades, 1 hand guard, 1 additional 
handle, 1 gauge, 3 wrenches

For accessories, see page 221
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GENERAL ACCESSORIES

Cordless ALED 12-18 V LED 
lamp
Compact and durable cordless 
LED lamp with swivel-mounted 
lamp head. Compatible with all  
12 / 14 / 18 V FEIN Li-ion batter-
ies, including hook for attaching 
the lamp. Extremely lightweight at 
130 g and very bright at 900 Lux. 
Colour temperature is the equiva-
lent of daylight. The brightness can 
be set to 2 levels.

Part number
9 26 04 200 02 0

Tool case
Plastic, inner dimensions:  
470 x 275 x 116 mm

Part number
3 39 01 118 01 0

Plastic box
Box insert with lockable lid for 
small parts and accessories, suita-
ble for tool box 3 39 01 118 01 0, 
max 5 items/box.

Part number
3 39 01 119 00 0

Cutting paste
Lubricating agents for working on 
sheet metals.

Part number
3 21 32 020 12 9

Quick charger ALG 50
For all FEIN Li-ion batteries. 
Charge time from 35 min.

Part number
9 26 04 129 01 0

Quick charger ALG 30
For FEIN NiCd and Li-ion batteries. 
Charge time from 25 min.

Part number
9 26 04 096 01 0

18 V BATTERY

Battery pack
Li-ion battery with charge status 
indicator and FEIN SafetyCell 
technology. Protects the battery 
and tool from overload, overheat-
ing and total discharge. Can be 
used with all FEIN 18 V cordless 
tools.

Capacity
Ah

Part number

5 9 26 04 173 02 0
2,5 9 26 04 171 02 0

Battery starter set
2 x Li-ion batteries with ALG 50 
rapid charger.

Capacity
Ah

Part number

5 9 26 04 300 03 0
2,5 9 26 04 300 04 0

ACCESSORIES FOR ABLS

Plunger blade and fixed blade
for steel sheet up to 800 N/mm²

Part number
3 13 08 072 00 0

ACCESSORIES FOR BLS 1.6 E

Plunger blade and fixed blade
for steel sheet up to 800 N/mm²

Part number
3 13 08 072 00 0

ACCESSORIES FOR BLS 2.5 E

Plunger blade and fixed blade
for steel sheet up to 800 N/mm²

Plate thickness
mm

Part number

1,6 6 36 01 101 00 9

ACCESSORIES FOR BLS 3.5

Fixed blade
for steel sheet up to 400 N/mm²

Plate thickness
mm

Part number

3,5 3 13 08 136 00 2

Fixed blade
for stainless steel up to  
800 N/mm²

Plate thickness
mm

Part number

2,0 3 13 08 143 00 6

Plunger blade
for steel sheet up to 400 N/mm²

Plate thickness
mm

Part number

3,5 3 13 08 146 00 1

Plunger blade
for stainless steel up to  
800 N/mm²

Plate thickness
mm

Part number

2,0 3 13 08 147 00 5

ACCESSORIES FOR BLS 4.2

Fixed blade

Part number
3 13 08 092 00 8

Plunger blade
for steel sheet up to 400 N/mm²

Plate thickness
mm

Part number

4,2 3 13 08 096 00 7

Plunger blade
for stainless steel up to  
800 N/mm²

Plate thickness
mm

Part number

2,0 3 13 08 098 00 9
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ry ABLK 18 1.6 E Select 
Compact and curve-compatible nibbler for roof and 
façade construction. Precise cuts in trapezoid and 
corrugated sheet metals and profiles. 

224    8 x 45°  ​ ​ 18 
Li-ion /  

HighPower 
Li-ion

MultiVolt 800 -  
1 300 1,5 1,6 1,0 0,7 2,5 5 22 30 / 35 ​ ​ 1,65 

ABLK 18 1.3 CSE Select 
Compact and curve-compatible nibbler for roof and 
façade construction. Precise cuts in corrugated sheet 
metal up to 1.3 mm. 

225    8 x 45°  ​ ​ 18 
Li-ion /  

HighPower 
Li-ion

MultiVolt 900 -  
1 600 1,9 1,3 0,8 0,6 2,0 4 19 15 / 20 ​ ​ 1,60 

ABLK 18 1.3 TE Select 
Compact and curve-compatible nibbler for roof and 
façade construction. Precise cuts in trapezoid sheet 
metal up to 1.3 mm. 

225    8 x 45°  ​ ​ 18 
Li-ion /  

HighPower 
Li-ion

MultiVolt 900 -  
1 600 1,9 1,3 0,8 0,6 2,0 4 19 25 / 30 ​ ​ 1,60 

m
ai

ns

BLK 1.6 E Universal nibbler for sheets, profiles, trapezoid and 
corrugated sheet metals. 226    8 x 45°  350 210 ​ ​ ​ 800 1,9 1,6 1,0 0,7 2,5 5 22 30 / 35 5 1,80 ​

BLK 1.6 LE Compact nibbler for deep-channel trapezoidal sheet 
metals in roof and façade construction. 226    8 x 45°  350 210 ​ ​ ​ 800 -  

1 500 2,7 1,6 1,0 0,7 2,5 5 24 65 / 70 5 1,90 ​

BLK 1.3 TE Compact and rapid nibbler for trapezoid sheet 
metals. 227    8 x 45°  350 210 ​ ​ ​ 1 000 - 

1 800 2,3 1,3 0,8 0,6 2,0 4 19 25 / 30 5 1,80 ​

BLK 1.3 CSE Compact and rapid nibbler for corrugated sheet 
metals. 227    8 x 45°  350 210 ​ ​ ​ 1 000 - 

1 800 2,3 1,3 0,8 0,6 2,0 4 19 15 / 20 5 1,80 ​

BLK 2.0 E Compact nibbler with unlimited curve precision for 
corners and edges. 227    8 x 45° ​ 350 210 ​ ​ ​ 500 -  

1 000 1,0 2,0 1,5 1,0 2,5 8 18 4 / 0 5 1,80 ​

BLK 3.5 Powerful nibbler with unlimited curve-compatibility 
for grooves and cut-outs. 228    3 x 90° ​ 1 200 750 ​ ​ ​ 750 1,3 3,5 2,3 1,8 3,5 14 30 7 / 0 5 3,50 ​

BLK 5.0 Powerful nibbler for heavy dismantling and cutting 
applications. 228  ​ ​ 3 x 90° ​ 1 200 750 ​ ​ ​ 750 1,3 5,0 3,3 2,5 7 8 43 86 / 94 5 3,80 ​
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ry ABLK 18 1.6 E Select 
Compact and curve-compatible nibbler for roof and 
façade construction. Precise cuts in trapezoid and 
corrugated sheet metals and profiles. 

224    8 x 45°  ​ ​ 18 
Li-ion /  

HighPower 
Li-ion

MultiVolt 800 -  
1 300 1,5 1,6 1,0 0,7 2,5 5 22 30 / 35 ​ ​ 1,65 

ABLK 18 1.3 CSE Select 
Compact and curve-compatible nibbler for roof and 
façade construction. Precise cuts in corrugated sheet 
metal up to 1.3 mm. 

225    8 x 45°  ​ ​ 18 
Li-ion /  

HighPower 
Li-ion

MultiVolt 900 -  
1 600 1,9 1,3 0,8 0,6 2,0 4 19 15 / 20 ​ ​ 1,60 

ABLK 18 1.3 TE Select 
Compact and curve-compatible nibbler for roof and 
façade construction. Precise cuts in trapezoid sheet 
metal up to 1.3 mm. 

225    8 x 45°  ​ ​ 18 
Li-ion /  

HighPower 
Li-ion

MultiVolt 900 -  
1 600 1,9 1,3 0,8 0,6 2,0 4 19 25 / 30 ​ ​ 1,60 

m
ai

ns

BLK 1.6 E Universal nibbler for sheets, profiles, trapezoid and 
corrugated sheet metals. 226    8 x 45°  350 210 ​ ​ ​ 800 1,9 1,6 1,0 0,7 2,5 5 22 30 / 35 5 1,80 ​

BLK 1.6 LE Compact nibbler for deep-channel trapezoidal sheet 
metals in roof and façade construction. 226    8 x 45°  350 210 ​ ​ ​ 800 -  

1 500 2,7 1,6 1,0 0,7 2,5 5 24 65 / 70 5 1,90 ​

BLK 1.3 TE Compact and rapid nibbler for trapezoid sheet 
metals. 227    8 x 45°  350 210 ​ ​ ​ 1 000 - 

1 800 2,3 1,3 0,8 0,6 2,0 4 19 25 / 30 5 1,80 ​

BLK 1.3 CSE Compact and rapid nibbler for corrugated sheet 
metals. 227    8 x 45°  350 210 ​ ​ ​ 1 000 - 

1 800 2,3 1,3 0,8 0,6 2,0 4 19 15 / 20 5 1,80 ​

BLK 2.0 E Compact nibbler with unlimited curve precision for 
corners and edges. 227    8 x 45° ​ 350 210 ​ ​ ​ 500 -  

1 000 1,0 2,0 1,5 1,0 2,5 8 18 4 / 0 5 1,80 ​

BLK 3.5 Powerful nibbler with unlimited curve-compatibility 
for grooves and cut-outs. 228    3 x 90° ​ 1 200 750 ​ ​ ​ 750 1,3 3,5 2,3 1,8 3,5 14 30 7 / 0 5 3,50 ​

BLK 5.0 Powerful nibbler for heavy dismantling and cutting 
applications. 228  ​ ​ 3 x 90° ​ 1 200 750 ​ ​ ​ 750 1,3 5,0 3,3 2,5 7 8 43 86 / 94 5 3,80 ​
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NIBBLERS

Very curve-compatible
Nibblers are very versatile: They can handle complicated cuts with speed and 
precision.

Easy-to-use and ergonomic 
Compact, fast, precise: Trapezoid and corrugated sheet metals can be machined 
without any contact pressure using nibblers.

BENEFITS OF USE
ꨉꨉ 40 m of cutting in 0.8 mm trapezoid sheet metal with 

one battery.
ꨉꨉ 1.5 m/min cutting speed for excellent work progress.
ꨉꨉ Variable cutting speed due to electronically adjustable 

speed control.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ Brief overlapping area up to 2.6 mm.
ꨉꨉ Optimum handling due to extremely slim gearbox 

head.
ꨉꨉ Comfortably light weight.
ꨉꨉ QuickIN quick change system for die and punch.
ꨉꨉ Rotating punch for a service life which is now up to  

30 % longer.
ꨉꨉ Cutting direction setting can be changed in 45° steps 

up to 360° using tool-free pivoting cutting head.
ꨉꨉ Proven MultiMaster motor with outstanding 

performance and stability.
ꨉꨉ Low operating costs. Punch and die are replaced 

independently of one another.

ABLK 18 1.6 E 
SELECT

Compact and curve-compatible nibbler for roof and façade construction. Precise cuts in trapezoid and corrugated sheet 
metals and profiles.

Part number 7 132 04 61

Battery voltage V 18

Battery compatibility Li-ion / 
HighPower Li-ion

Battery interface MultiVolt
Strokes rpm 800 - 1 300
Cutting speed m/min 1,5
Steel up to 400 N/mm² mm 1,6
Steel up to 600 N/mm² mm 1,0
Steel up to 800 N/mm² mm 0,7
Non-ferrous metals up to 
250 N/mm² mm 2,5

Cutting width mm 5
Immersion Ø with die mm 22
Rad. of smallest curve 
(inside/outside) mm 30 / 35

Weight without storage 
battery kg 1,65

Supplied
1 die holder for sheet metal and corrugated 
sheet metal, 1 die (3 01 09 141 00 3),  
1 punch (6 36 02 048 00 4), 1 plastic  
carrying case

For accessories, see page 229
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BENEFITS OF USE
ꨉꨉ 40 m of cutting in 0.8 mm corrugated sheet metal with 

one battery.
ꨉꨉ 1.9 m/min cutting speed for excellent work progress.
ꨉꨉ Variable cutting speed due to electronically adjustable 

speed control.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ Brief overlapping area up to 2.6 mm.
ꨉꨉ Optimum handling due to extremely slim gearbox 

head.
ꨉꨉ Comfortably light weight.
ꨉꨉ QuickIN quick change system for die and punch.
ꨉꨉ Rotating punch for a service life which is now up to  

30 % longer.
ꨉꨉ Cutting direction setting can be changed in 45° steps 

up to 360° using tool-free pivoting cutting head.
ꨉꨉ Proven MultiMaster motor with outstanding 

performance and stability.

ABLK 18 1.3 CSE 
SELECT

Compact and curve-compatible nibbler for roof and façade construction. Precise cuts in corrugated sheet metal  
up to 1.3 mm.

Part number 7 132 05 61

Battery voltage V 18

Battery compatibility Li-ion / 
HighPower Li-ion

Battery interface MultiVolt
Strokes rpm 900 - 1 600
Cutting speed m/min 1,9
Steel up to 400 N/mm² mm 1,3
Steel up to 600 N/mm² mm 0,8
Steel up to 800 N/mm² mm 0,6
Non-ferrous metals up to 
250 N/mm² mm 2,0

Cutting width mm 4
Immersion Ø with die mm 19
Rad. of smallest curve 
(inside/outside) mm 15 / 20

Weight without storage 
battery kg 1,60

Supplied
1 die for corrugated sheet metal  
(3 01 09 169 00 9), 1 punch (6 36 02 050 00 0), 
1 plastic carrying case

For accessories, see page 229

BENEFITS OF USE
ꨉꨉ 40 m of cutting in 0.8 mm trapezoid sheet metal with 

one battery.
ꨉꨉ 1.9 m/min cutting speed for excellent work progress.
ꨉꨉ Variable cutting speed due to electronically adjustable 

speed control.

PRODUCT FEATURES
ꨉꨉ MultiVolt interface. Cordless tool can be operated 

with all FEIN Li-ion batteries (12-18 V).
ꨉꨉ Brief overlapping area up to 2.6 mm.
ꨉꨉ Optimum handling due to extremely slim gearbox 

head.
ꨉꨉ Comfortably light weight.
ꨉꨉ QuickIN quick change system for die and punch.
ꨉꨉ Rotating punch for a service life which is now up to  

30 % longer.
ꨉꨉ Cutting direction setting can be changed in 45° steps 

up to 360° using tool-free pivoting cutting head.
ꨉꨉ Proven MultiMaster motor with outstanding 

performance and stability.

ABLK 18 1.3 TE 
SELECT

Compact and curve-compatible nibbler for roof and façade construction. Precise cuts in trapezoid sheet metal  
up to 1.3 mm.

Part number 7 132 06 61

Battery voltage V 18

Battery compatibility Li-ion / 
HighPower Li-ion

Battery interface MultiVolt
Strokes rpm 900 - 1 600
Cutting speed m/min 1,9
Steel up to 400 N/mm² mm 1,3
Steel up to 600 N/mm² mm 0,8
Steel up to 800 N/mm² mm 0,6
Non-ferrous metals up to 
250 N/mm² mm 2,0

Cutting width mm 4
Immersion Ø with die mm 19
Rad. of smallest curve 
(inside/outside) mm 25 / 30

Weight without storage 
battery kg 1,60

Supplied
1 die for trapezoidal sheet metal  
(3 01 09 170 00 1), 1 punch (6 36 02 050 00 0), 
1 plastic carrying case

For accessories, see page 229
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BENEFITS OF USE
ꨉꨉ Almost indestructible. Ideal for flexible and universal 

use with sheet thickness up to 1.6 mm..
ꨉꨉ Optimum ergonomics with a handle up to 20 % 

slimmer because of its extremely thin drive head.
ꨉꨉ Cutting direction setting can be changed in 45° steps 

up to 360° using tool-free pivoting cutting head.

PRODUCT FEATURES
ꨉꨉ QuickIN clamping system.
ꨉꨉ High cutting speed.
ꨉꨉ Rotating punch for a service life which is now up to  

30 % longer.
ꨉꨉ Low operating costs due to long tool life of punch  

and die.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ Chip protection mesh on vent slots.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 0.7 mm.
ꨉꨉ Retrofittable trapezoid profile set up to 160 mm deep 

channels.

BLK 1.6 E Universal nibbler for sheets, profiles, trapezoid and corrugated sheet metals.

Part number 7 232 38 60

Input W 350
Output W 210
Strokes rpm 800
Cutting speed m/min 1,9
Steel up to 400 N/mm² mm 1,6
Steel up to 600 N/mm² mm 1,0
Steel up to 800 N/mm² mm 0,7
Non-ferrous metals up to 
250 N/mm² mm 2,5

Cutting width mm 5
Immersion Ø with die mm 22
Rad. of smallest curve 
(inside/outside) mm 30 / 35

Cable with plug m 5
Weight according to EPTA kg 1,80

Supplied
1 die holder for sheet metal and corrugated 
sheet metal, 1 die (3 01 09 141 00 3),  
1 punch (6 36 02 048 00 4)

For accessories, see page 229

BENEFITS OF USE
ꨉꨉ The specialist when it comes to zero compromise 

work on trapezoidal sheet metals with deep channels 
of up to 160 mm.

ꨉꨉ Optimum ergonomics with a handle up to 20 % 
slimmer because of its extremely thin drive head.

ꨉꨉ Cutting direction setting can be changed in 45° steps 
up to 360° using tool-free pivoting cutting head.

PRODUCT FEATURES
ꨉꨉ QuickIN clamping system.
ꨉꨉ High cutting speed.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ Chip protection mesh on vent slots.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 0.7 mm.

BLK 1.6 LE Compact nibbler for deep-channel trapezoidal sheet metals in roof and façade construction.

Part number 7 232 39 60

Input W 350
Output W 210
Strokes rpm 800 - 1 500
Cutting speed m/min 2,7
Steel up to 400 N/mm² mm 1,6
Steel up to 600 N/mm² mm 1,0
Steel up to 800 N/mm² mm 0,7
Non-ferrous metals up to 
250 N/mm² mm 2,5

Cutting width mm 5
Immersion Ø with die mm 24
Rad. of smallest curve 
(inside/outside) mm 65 / 70

Cable with plug m 5
Weight according to EPTA kg 1,90

Supplied
1 cutting head, 1 die for trapezoidal sheet 
metal (3 13 09 122 00 5), 1 punch  
(6 36 02 049 00 8), 1 wearing plate

For accessories, see page 229
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BENEFITS OF USE
ꨉꨉ Cutting direction setting can be changed in 45° steps 

up to 360° using tool-free pivoting cutting head.
ꨉꨉ 2.3 m/min cutting speed for excellent work progress.
ꨉꨉ Optimum ergonomics with a handle up to 20 % 

slimmer because of its extremely thin drive head.

PRODUCT FEATURES
ꨉꨉ Chip protection mesh on vent slots.
ꨉꨉ Low operating costs due to long tool life of punch  

and die.
ꨉꨉ Brief overlapping area up to 2.6 mm.
ꨉꨉ Rotating punch for a service life which is now up to  

30 % longer.
ꨉꨉ QuickIN clamping system.
ꨉꨉ Stainless steel up to 0.6 mm.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ 5 metre cable.

BLK 1.3 TE Compact and rapid nibbler for trapezoid sheet metals.

Part number 7 232 41 60

Input W 350
Output W 210
Strokes rpm 1 000 - 1 800
Cutting speed m/min 2,3
Steel up to 400 N/mm² mm 1,3
Steel up to 600 N/mm² mm 0,8
Steel up to 800 N/mm² mm 0,6
Non-ferrous metals up to 
250 N/mm² mm 2,0

Cutting width mm 4
Immersion Ø with die mm 19
Rad. of smallest curve 
(inside/outside) mm 25 / 30

Cable with plug m 5
Weight according to EPTA kg 1,80

Supplied
1 die for trapezoidal sheet metal  
(3 01 09 170 00 1), 1 punch  
(6 36 02 050 00 0)

For accessories, see page 229

BENEFITS OF USE
ꨉꨉ Cutting direction setting can be changed in 45° steps 

up to 360° using tool-free pivoting cutting head.
ꨉꨉ 2.3 m/min cutting speed for excellent work progress.
ꨉꨉ Optimum ergonomics with a handle up to 20 % 

slimmer because of its extremely thin drive head.

PRODUCT FEATURES
ꨉꨉ Chip protection mesh on vent slots.
ꨉꨉ Low operating costs due to long tool life of punch  

and die.
ꨉꨉ Rotating punch for a service life which is now up to  

30 % longer.
ꨉꨉ QuickIN clamping system.
ꨉꨉ Stainless steel up to 0.6 mm.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ 5 metre cable.

BLK 1.3 CSE Compact and rapid nibbler for corrugated sheet metals.

Part number 7 232 42 60

Input W 350
Output W 210
Strokes rpm 1 000 - 1 800
Cutting speed m/min 2,3
Steel up to 400 N/mm² mm 1,3
Steel up to 600 N/mm² mm 0,8
Steel up to 800 N/mm² mm 0,6
Non-ferrous metals up to 
250 N/mm² mm 2,0

Cutting width mm 4
Immersion Ø with die mm 19
Rad. of smallest curve 
(inside/outside) mm 15 / 20

Cable with plug m 5
Weight according to EPTA kg 1,80

Supplied
1 die for corrugated sheet metal  
(3 01 09 169 00 9), 1 punch  
(6 36 02 050 00 0)

For accessories, see page 229

BENEFITS OF USE
ꨉꨉ High curve precision due to special cutting head geom-

etry. Nibbler can turn on the spot.
ꨉꨉ Especially well-suited for cutting edged sheet metals 

with a minimum bend radius of 3 mm.
ꨉꨉ Cutting direction setting can be changed in 45° steps 

up to 360° using tool-free pivoting cutting head.

PRODUCT FEATURES
ꨉꨉ QuickIN clamping system.
ꨉꨉ Optimal ergonomics.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ Ideal for cut-outs.
ꨉꨉ Optimally suited for template cuts.
ꨉꨉ Chip protection mesh on vent slots.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 1.0 mm.

BLK 2.0 E Compact nibbler with unlimited curve precision for corners and edges.

Part number 7 232 40 60

Input W 350
Output W 210
Strokes rpm 500 - 1 000
Cutting speed m/min 1,0
Steel up to 400 N/mm² mm 2,0
Steel up to 600 N/mm² mm 1,5
Steel up to 800 N/mm² mm 1,0
Non-ferrous metals up to 
250 N/mm² mm 2,5

Cutting width mm 8
Immersion Ø with die mm 18
Rad. of smallest curve 
(inside/outside) mm 4 / 0

Cable with plug m 5
Weight according to EPTA kg 1,80

Supplied
1 cutting head, 1 die (3 13 09 040 00 2),  
1 punch (6 36 02 051 00 9)

For accessories, see page 229

Cu
tti

ng
 / 

sa
w

in
g



228

NibblersNibblers

BENEFITS OF USE
ꨉꨉ Ideally suited for grooves and cut-outs in sheet metals, 

tool can turn on the spot.
ꨉꨉ Cutting direction can be adjusted in 90° steps without 

the need for tools.
ꨉꨉ QuickIN clamping system for quick, tool-free punch 

and die changes.

PRODUCT FEATURES
ꨉꨉ Optimum power-to-weight ratio.
ꨉꨉ Long tool life, punches can be reground.
ꨉꨉ Motor with outstanding performance and stability.
ꨉꨉ Warp-free cutting of flat and bent sheet metal.
ꨉꨉ Optimally suited for template cuts.
ꨉꨉ Chip protection mesh on vent slots.
ꨉꨉ Handle can be rotated 180°.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 1.8 mm.
ꨉꨉ Wide range of accessories.

BLK 3.5 Powerful nibbler with unlimited curve-compatibility for grooves and cut-outs.

Part number 7 232 30

Input W 1 200
Output W 750
Strokes rpm 750
Cutting speed m/min 1,3
Steel up to 400 N/mm² mm 3,5
Steel up to 600 N/mm² mm 2,3
Steel up to 800 N/mm² mm 1,8
Non-ferrous metals up to 
250 N/mm² mm 3,5

Cutting width mm 14
Immersion Ø with die mm 30
Rad. of smallest curve 
(inside/outside) mm 7 / 0

Cable with plug m 5
Weight according to EPTA kg 3,50

Supplied
1 cutting head, 1 die (3 13 09 093 00 3), 
1 punch (3 13 09 097 00 2), 1 additional 
handle

For accessories, see page 229

BENEFITS OF USE
ꨉꨉ Powerful 1,200 watt motor for outstanding perfor-

mance while maintaining excellent ergonomics.
ꨉꨉ Cuts over 90° edges, for example on guard rails or 

tanks.
ꨉꨉ Cutting direction can be adjusted in 90° steps without 

the need for tools.

PRODUCT FEATURES
ꨉꨉ Optimum power-to-weight ratio.
ꨉꨉ Long tool life of punch and die.
ꨉꨉ Chip protection mesh on vent slots.
ꨉꨉ Handle can be rotated 180°.
ꨉꨉ 5 metre cable.
ꨉꨉ Stainless steel up to 2.5 mm.
ꨉꨉ Wide range of accessories.

BLK 5.0 Powerful nibbler for heavy dismantling and cutting applications.

Part number 7 232 31

Input W 1 200
Output W 750
Strokes rpm 750
Cutting speed m/min 1,3
Steel up to 400 N/mm² mm 5,0
Steel up to 600 N/mm² mm 3,3
Steel up to 800 N/mm² mm 2,5
Non-ferrous metals up to 
250 N/mm² mm 7

Cutting width mm 8
Immersion Ø with die mm 43
Rad. of smallest curve 
(inside/outside) mm 86 / 94

Cable with plug m 5
Weight according to EPTA kg 3,80

Supplied
1 cutting head, 1 die (3 13 09 107 00 0), 
1 punch (3 13 09 110 00 4), 1 additional 
handle

For accessories, see page 229
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GENERAL ACCESSORIES

Cordless ALED 12-18 V LED 
lamp
Compact and durable cordless 
LED lamp with swivel-mounted 
lamp head. Compatible with all  
12 / 14 / 18 V FEIN Li-ion batter-
ies, including hook for attaching 
the lamp. Extremely lightweight at 
130 g and very bright at 900 Lux. 
Colour temperature is the equiva-
lent of daylight. The brightness can 
be set to 2 levels.

Part number
9 26 04 200 02 0

Tool case
Plastic, inner dimensions:  
470 x 275 x 116 mm

Part number
3 39 01 118 01 0

Plastic box
Box insert with lockable lid for 
small parts and accessories, suita-
ble for tool box 3 39 01 118 01 0, 
max 5 items/box.

Part number
3 39 01 119 00 0

Cutting paste
Lubricating agents for working on 
sheet metals.

Part number
3 21 32 020 12 9

Quick charger ALG 30
For FEIN NiCd and Li-ion 
batteries. Charge time from  
25 min.

Part number
9 26 04 096 01 0

Quick charger ALG 50
For all FEIN Li-ion batteries. 
Charge time from 35 min.

Part number
9 26 04 129 01 0

18 V BATTERY

Battery pack
Li-ion battery with charge status 
indicator and FEIN SafetyCell 
technology. Protects the battery 
and tool from overload, overheat-
ing and total discharge. Can be 
used with all FEIN 18 V cordless 
tools.

Capacity
Ah

Part number

5 9 26 04 173 02 0
2,5 9 26 04 171 02 0

Battery starter set
2 x Li-ion batteries with ALG 50 
rapid charger.

Capacity
Ah

Part number

5 9 26 04 300 03 0
2,5 9 26 04 300 04 0

ACCESSORIES FOR (A)BLK 1.6 E

Punch

No. in pack
pcs

Part number

1 6 36 02 048 00 4
5 6 36 02 048 04 0
10 6 36 02 048 05 0

Die

No. in pack
pcs

Part number

1 3 01 09 141 00 3
2 3 01 09 141 02 0
5 3 01 09 141 03 0

Punches and dies
in set, each consisting of  
1x punch 6 36 02 048 004 and  
1x die 3 01 09 141 003.

Part number
6 36 02 048 01 3

Die holder
for trapezoidal sheet metal and 
corrugated sheet metal

Part number
3 01 09 154 00 7

Profile set 160
For deep-channel trapezoidal 
sheet metals (85-160 mm), incl.  
1 punch, die and wearing plate.

Part number
9 26 02 071 01 9

ACCESSORIES FOR BLK 1.6 LE

Punches and dies
in the set, for profile set 160, in-
cluding wear plate, screws and key
Profile set 160

Part number
6 36 02 049 01 7

Punch

No. in pack
pcs

Part number

1 6 36 02 049 00 8
2 6 36 02 049 04 0
5 6 36 02 049 05 0

Die

No. in pack
pcs

Part number

1 3 13 09 122 00 5
2 3 13 09 122 02 0
5 3 13 09 122 03 0

Wearing plate
Profile set 160

Part number
3 13 09 121 00 2

ACCESSORIES FOR (A)BLK 1.3 CSE

Punch
for steel sheet up to 400 N/mm²

Plate thickness
mm

No. in pack
pcs

Part number

1,3 1 6 36 02 050 00 0
1,3 5 6 36 02 050 03 0
1,3 10 6 36 02 050 01 0

Die
for corrugated sheet metal

No. in pack
pcs

Part number

1 3 01 09 169 00 9
2 3 01 09 169 04 0

Punches and dies in a set
consisting of 5 x punches  
6 36 02 050 00 0 and 1 x die  
3 01 09 169 00 9.

Part number
3 01 09 169 03 0

ACCESSORIES FOR (A)BLK 1.3 TE

Punches and dies in a set
consisting of 5 x punches  
6 36 02 050 00 0 and  
1 x die 3 01 09 170 00 1.

Part number
3 01 09 170 03 0

Die
for trapezoidal sheet metal

No. in pack
pcs

Part number

1 3 01 09 170 00 1
2 3 01 09 170 04 0

Cu
tti

ng
 / 

sa
w

in
g



230

Nibblers

ACCESSORIES FOR BLK 2.0 E

Die
RSS 636

Part number
3 13 09 040 00 2

Punch

Part number
6 36 02 051 00 9

Punches and dies in a set
Consisting of:  
1 die 6 36 02 051 00 9 and  
1 punch 3 13 09 040 00 2

Part number
6 36 02 051 01 8

ACCESSORIES FOR BLK 3.5

Punch
for steel sheet up to 400 N/mm²

Part number
3 13 09 097 00 2

Punch
for stainless steel up to  
800 N/mm²

Part number
3 13 09 098 00 0

Die
for steel sheet up to 400 N/mm²

Part number
3 13 09 093 00 3

Die
for stainless steel up to  
800 N/mm²

Part number
3 13 09 094 00 1

ACCESSORIES FOR BLK 5.0

Punches and dies in a set
up to 5.0 mm steel plate  
(400 N/mm²), consisting of:  
1 punch 3 13 09 110 00 4 and  
1 die 3 13 09 107 00 0

Part number
3 13 09 110 01 3

Punches and dies in a set
up to 3.0 mm stainless steel plate 
(600 N/mm²), consisting of:  
1 punch 3 13 09 134 00 6 and  
1 die 3 13 09 108 00 8

Part number
3 13 09 134 01 5

Chips bag

Part number
3 13 09 114 00 8

Punch
up to 7.0 mm aluminium steel 
plate (250 N/mm²) up to 5.0 mm 
steel sheet (400 N/mm²)

Part number
3 13 09 110 00 4

Punch
up to 3.0 mm stainless steel plate 
(600 N/mm²)

Part number
3 13 09 134 00 6

Die
for steel sheet up to 5 mm 
thickness

Part number
3 13 09 107 00 0

Die
up to 3.0 mm stainless steel plate 
(600 N/mm²)

Part number
3 13 09 108 00 8

Die
up to 7.0 mm aluminium steel 
plate (250 N/mm²) up to 5.0 mm 
steel sheet (400 N/mm²)

Part number
3 13 09 109 00 2
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ASt 638 

Nibblers JIGSAWS

JIGSAWS

 optimal suitability   suitability   included

ASTE 638 AST 638 
Metal jigsaws with continuously variable speed control and 
stainless steel base plate for unsurpassed precision, robust-
ness and service life. 

Metal jigsaws with unsurpassed precision, robustness and 
service life. 

​ Page 232 232
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Stainless steel ▲▲ ▲
Steel ▲▲ ▲▲
wood ▲▲ ▲
Fabric-based laminate / composite 
materials ▲▲ ▲
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t Adjustable stroke ●

Stainless steel foot plate ● ●

Swarf removal can be switched over ● ●
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Input W 450 350 
Strokes rpm 1 050 - 2 600 3 350 
Stroke of blade mm 20 20 
Stainless steel (V2A) mm 6 3 
Steel (St 37) mm 10 8 
alu, copper, brass mm 15 / 10 10 / 10 
Hard/soft wood and plywood mm 60 / 50 50 / 40 
Hard particle / fibre-glass materials mm 30 / 30 25 / 20 
steel/woods and plastics mm 8 / 6 8 / 6 
Cable with plug m 5 5 
Weight according to EPTA kg 2,30 2,20 
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BENEFITS OF USE
ꨉꨉ Tool concept for optimum results in metals, stainless 

steel, insulation material (sandwich) and hardwood. 
With extremely robust 4 mm thick stainless steel base 
plate.

ꨉꨉ Continuously variable, electronic speed setting for 
optimum cutting speed and saw blade service life

PRODUCT FEATURES
ꨉꨉ Excellent ergonomics.
ꨉꨉ Outstanding smooth running thanks to precisely 

balanced weight distribution.
ꨉꨉ Swarf removal can be switched between extraction  

or blowing.

ASTE 638 Metal jigsaws with continuously variable speed control and stainless steel base plate for unsurpassed precision, 
robustness and service life.

Part number 7 234 15

Input W 450
Output W 245
Strokes rpm 1 050 - 2 600
Stroke of blade mm 20
Stainless steel (V2A) mm 6
Steel (St 37) mm 10
alu, copper, brass mm 15 / 10
Hard/soft wood and 
plywood mm 60 / 50

Hard particle / fibre-glass 
materials mm 30 / 30

steel/woods and plastics mm 8 / 6
Cable with plug m 5
Weight according to EPTA kg 2,30

Supplied
2 packs of saw blades, 1 anti-chipping 
protector, 1 Chip protection additional

For accessories, see page 233

BENEFITS OF USE
ꨉꨉ Extremely low levels of wear and maintenance even 

when used in very demanding industrial applications.
ꨉꨉ Machine concept for optimum results in metals, 

insulation materials (sandwich) and hard wood.

PRODUCT FEATURES
ꨉꨉ Excellent ergonomics.
ꨉꨉ Outstanding smooth running thanks to precisely 

balanced weight distribution.
ꨉꨉ Swarf removal can be switched between extraction  

or blowing.

AST 638 Metal jigsaws with unsurpassed precision, robustness and service life.

Part number 7 234 17

Input W 350
Output W 200
Strokes rpm 3 350
Stroke of blade mm 20
Stainless steel (V2A) mm 3
Steel (St 37) mm 8
alu, copper, brass mm 10 / 10
Hard/soft wood and 
plywood mm 50 / 40

Hard particle / fibre-glass 
materials mm 25 / 20

steel/woods and plastics mm 8 / 6
Cable with plug m 5
Weight according to EPTA kg 2,20

Supplied
2 packs of saw blades, 1 anti-chipping 
protector

For accessories, see page 233



233

SANDWICH

L Qualität/
Quality

< 1,2 < 1,2 77 0,7 HSS 5 6 35 03 060 01 0

< 1,2 100 0,7 HSS 5 6 35 03 076 01 0

< 2,0 < 2,0 < 2,0 < 2,0 < 4,0 88 1,2 HSS 5 6 35 03 035 01 1

< 2,0 < 2,0 < 2,0 < 4,0 < 70,0 120 1,2 HSS 5 6 35 03 077 01 4

< 10,0 < 8,0 < 10,0 < 6,0 < 8,0 88 2,0 HSS 5 6 35 03 036 01 4

< 10,0 < 8,0 < 10,0 < 30,0 < 120 180 2 BIM 5 6 35 03 114 01 0

< 2,0 < 2,0 < 2,0 < 2,0 < 4,0 88 1,2 BIM 5 6 35 03 112 01 0

< 10,0 < 8,0 < 10,0 < 6,0 < 8,0 88 2,0 BIM 5 6 35 03 113 01 0

< 6,0 < 15,0 100 3,0 BIM 5 6 35 03 088 01 1

JigsawsJigsaws

GENERAL ACCESSORIES

Tool case
Plastic, inner dimensions:  
470 x 275 x 116 mm

Part number
3 39 01 118 01 0

Plastic box
Box insert with lockable lid for 
small parts and accessories, suita-
ble for tool box 3 39 01 118 01 0, 
max 5 items/box.

Part number
3 39 01 119 00 0

Cutting paste
Lubricating agents for working on 
sheet metals.

Part number
3 21 32 020 12 9

Shoe plate
Extended, for sawing profiles and 
profiled insulation material. Length 
approx. 340 mm.

Part number
3 27 14 084 00 8

Anti-chipping protector
Pack of 5

Part number
3 14 28 102 01 6

Chipping protector
for ASt(e) 638

Part number
3 27 14 088 00 7

Hose sleeve
for the connection of FEIN Electric 
Power Tools with dust extraction

Ø
mm

Part number

32 3 05 17 028 00 7
27 3 05 17 029 00 1

Connecting piece
Universal device to connect 
power tools and accessories with 
dust extraction to vacuum cleaner. 
Flexible rubber sleeve, length  
70 mm, inner diameter 31.5 mm.

Part number
3 13 22 771 00 9

No. in 
pack
Qty. Order number

SAW BLADES FOR METAL AND SANDWICH MATERIAL
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AStx 649-1 
AStxe 649-1 

STS 325 R 

Pipe SawsPIPE SAWS

PIPE SAWS

 included  * With chain extension.

ASTX 649-1 ASTXE 649-1 STS 325 R 
Powerful hacksaw for pipes and 
profiled sections. 

Powerful hacksaw for pipes and 
profiled sections with continuously 
variable speed adjustment. 

Compressed air hacksaw for pipes and 
profiled sections. 

​ Page 235 235 235
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t Electric drive ​ ● ●

Pneumatic drive ​ ●
Adjustable stroke ​ ●
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Input W 750 750 ​
Operating pressure bar ​ ​ 6,0 
Air consumption m³/min ​ ​ 1,45 
Output W 480 480 1 100 
Strokes rpm 350 100 - 350 330 
Stroke of blade mm 60 60 60 
Pipes up to Ø mm 440 * 400 * 440 * 
profiles up to W x H mm 290 x 550 290 x 550 290 x 500 
Cable with plug m 2,5 2,5 ​
Weight according to EPTA kg 6,10 6,40 7,20 
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Pipe SawsPIPE SAWS PIPE SAWS

BENEFITS OF USE
ꨉꨉ Ideally suited for trimming pipes and shaped section 

made of steel, cast-iron, autoclaved aerated concrete 
and plastics.

ꨉꨉ Clamp and feed device available for profiles and pipes 
from Ø 80 mm to Ø 400 mm.

ꨉꨉ Especially suitable for sandwich material and layers of 
different materials.

PRODUCT FEATURES
ꨉꨉ Adjustable clamping devices permit mitre cuts up to 

45° as well.
ꨉꨉ * With chain extension.

ASTX 649-1 Powerful hacksaw for pipes and profiled sections.

Part number 7 234 22

Input W 750
Output W 480
Strokes rpm 350
Stroke of blade mm 60
Pipes up to Ø mm 440 *
profiles up to W x H mm 290 x 550
Cable with plug m 2,5
Weight according to EPTA kg 6,10

Supplied
2 saw blades, 1 additional handle, 1 set  
of keys

For accessories, see page 236

BENEFITS OF USE
ꨉꨉ Ideally suited for trimming pipes and shaped section 

made of steel, cast-iron, autoclaved aerated concrete 
and plastics.

ꨉꨉ Clamp and feed device available for profiles and pipes 
from Ø 80 mm to Ø 400 mm.

ꨉꨉ Especially suitable for sandwich material and layers of 
different materials.

ꨉꨉ Variable electronic speed control for optimum cutting 
speed.

PRODUCT FEATURES
ꨉꨉ Adjustable clamping devices permit mitre cuts up to 

45° as well.
ꨉꨉ * With chain extension.

ASTXE 649-1 Powerful hacksaw for pipes and profiled sections with continuously variable speed adjustment.

Part number 7 234 23

Input W 750
Output W 480
Strokes rpm 100 - 350
Stroke of blade mm 60
Pipes up to Ø mm 400 *
profiles up to W x H mm 290 x 550
Cable with plug m 2,5
Weight according to EPTA kg 6,40

Supplied
2 saw blades, 1 additional handle, 1 set  
of keys

For accessories, see page 236

BENEFITS OF USE
ꨉꨉ Ideally suited for trimming pipes and shaped section 

made of steel, cast-iron, autoclaved aerated concrete 
and plastics.

ꨉꨉ Clamp and feed device available for profiles and pipes 
from Ø 80 mm to Ø 400 mm.

ꨉꨉ Adjustable clamping devices permit mitre cuts up to 
45° as well.

PRODUCT FEATURES
ꨉꨉ Clamp and feed device.
ꨉꨉ Adjustable clamping fixtures.
ꨉꨉ * With chain extension.

STS 325 R Compressed air hacksaw for pipes and profiled sections.

Part number 7 534 08

Operating pressure bar 6,0
Air consumption m³/min 1,45
Output W 1 100
Strokes rpm 330
Stroke of blade mm 60
Pipes up to Ø mm 440 *
profiles up to W x H mm 290 x 500
Weight according to EPTA kg 7,20

Supplied
2 saw blades, 1 set of keys, 1 additional 
handle, 1 hose coupling

For accessories, see page 236
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x x ≤ Ø 80 200 1,0 1,5 0,06 HSS 6 35 03 067 00 6

x x ≤ Ø 80 200 1,6 1,5 0,06 HSS 6 35 03 066 00 2

x x ≤ Ø 170 ¹ 300 1,6 1,5 0,06 HSS 6 35 03 063 00 7

x x ≤ Ø 260 ¹ 400 1,6 1,5 0,125 HSS 6 35 03 064 00 5

x x ≤ Ø 350 ² 500 1,8 2,0 0,18 HSS 6 35 03 072 00 2

x x ≤ Ø 440 ² 600 1,8 2,0 0,21 HSS 6 35 03 073 00 6

x x 300 2,1 1,5 0,08 HSS 6 35 03 070 00 0

x * 530 2,1 1,5 0,170 HSS 6 35 03 069 00 8

x (AL) 200 3,2 1,5 0,06 HSS 6 35 03 065 00 9

x (AL) 400 3,2 1,5 0,125 HSS 6 35 03 068 00 4

300 6,3 1,5 0,08 HSS 6 35 03 071 00 9

530 6,3 1,5 0,170 HSS 6 35 03 040 00 3

x x ≤ Ø 170 ¹ 300 1,6 2,0 0,08 HSS 6 35 03 093 00 4

x x ≤ Ø 350 ² 500 1,8 2,0 0,18 HSS 6 35 03 099 00 5

x x ≤ Ø 325 * 530 2,1 1,6 0,17 HSS 6 35 03 100 00 6

x x ≤ Ø 260 ¹ 400 2,1 2,0 0,175 HSS 6 35 03 094 00 2

x x ≤ Ø 260 ¹ 400 3,2 2,0 0,175 HSS 6 35 03 095 00 6

x x ≤ Ø 440 ² 600 1,8 2,0 0,21 HSS 6 35 03 098 00 1

x 80 - 150 ³ 320 260 2,2 0,110 6 35 03 096 01 8

x 80 - 300 ³ 490 430 2,9 0,220 6 35 03 097 01 2

Pipe SawsPipe Saws

SAW BLADES

HD SAW BLADES

NF metals 
and steel  

400 N/mm²

Steel above  
400 N/mm² and 

grey cast iron

Miscellaneous Length Tooth 
spacing

Thickness Weight
(net)

Material

Order numbermm mm mm kg

Plastic

Plastic

PE pipes, po-
rous concrete

PE pipes, po-
rous concrete *

Special saw blades for working with steel and stainless steel. HD saw blades deliver impressively long 
service lives and rapid sawing progress. They are well worth trying out.

NF metals 
and steel  

400 N/mm²

Steel above 
400 N/mm² and 

grey cast iron

Miscellaneous Length Tooth 
spacing

Thickness Weight 
(net)

Material

Order numbermm mm mm kg

TD saw blades are suited to wet and dry cutting. They deliver impressively short cutting times and clean 
cutting results.

For ductile cast-iron pipes, even with ce-
ment mortar lining and grey cast iron pipes.

Pipe dia
meter (DN)

Length Lining 
length

Thickness Weight

Order numbermm mm mm mm kg

* only with saw blade guide 9 06 06 002 00 9
¹ with FEIN clamping and feed device 9 07 02 005 00 0 or clamping device 9 07 02 004 00 6
² only with chain extension up to diameter of 440 mm, chain 3 02 31 003 00 3 and bolt 3 02 16 130 00 4 are also needed
³ can only be used with FEIN clamping and feed device 9 07 02 005 00 0

TD SAW BLADES
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Pipe SawsPipe Saws

GENERAL ACCESSORIES

Tool case
Metal

Width
mm

Length
mm

Height
mm

Part number

240 690 160 3 39 01 022 01 4

Cutting paste
Lubricating agents for working on 
sheet metals.

Part number
3 21 32 020 12 9

FEIN clamp and feed device
(W x D x H) 280 x 285 x 
395 mm, for pipes and circular 
material with an outside dia. of 
80 mm to 400 mm

Part number
9 07 02 005 00 0

Protective steel jaws
for avoiding damage to the surface 
of the pipe, 4 pieces required

Part number
3 13 27 064 00 8

Cleaning block
Rhombus for cleaning the carbide 
tools and diamond-coated tools.

Part number
6 37 19 007 01 0

Clamping fixture
for pipes from Ø 100 mm up to 
325 mm, only with extension of 
the chain up to Ø 440 mm,  
chain 3 02 31 003 00 3 and bolt  
3 02 16 130 00 4 necessary

Part number
9 07 02 004 00 6

Clamping fixture
for profiles up to 290 mm width 
at max height 550 mm

Part number
9 07 02 003 00 8

Saw blade guide
for pipes up to Ø 325 mm only 
with saw blade 530 mm length, 
guide to the centre of the pipe

Part number
9 06 06 002 00 9

Splitter wedge
Prevents the jamming of the saw 
blade

Part number
6 33 05 006 00 8

ACCESSORY STS 325 R

Hose coupling

Part number
4 11 40 004 00 7
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Pipe milling cutterPipe milling cutter

FEIN pipe milling cutters –  
cost-effective pipe machining with high 
cutting performance.
The pipe cutting industry the world over is familiar with FEIN 
pipe milling machines. They can be used for everything from 
cutting to length before laying to cutting pipes which have 
already been laid. In addition, the FEIN pipe milling machines 
boast impressive, robust quality and outstanding efficiency. 

They are ideally suited to machining cast pipes or steel pipes 
for oil, gas and water supplies that are used in pipelines, public 
supply networks, power plants, industrial systems and container 
construction, for example. Optimised technology ensures good 
cutting performance.

Tried and tested technology for perfect results.
Key advantages at a glance:

▶ �Robust tool design, powerful motors and high-quality materi-
als make the tool ideal for use under extreme conditions.

▶ �Electric pipe milling machines can even be used at very low 
sub-zero temperatures.

▶ �Electric pipe milling machines with feed and return (return in 
load-free operation only).

▶ �Can be used flexibly for pipes of between 250 mm and  
3000 mm.

▶ Profile and separating cuts with form cutter or saw blade.
▶ �Precise directional stability and exact cut thanks to the 

two-chain system, adjustable track setting and double chain 
tension.

▶ �Crack-free pipe ends deliver perfect results when welding. 
Reason: perfect cutting and sawing results are achieved due to 
the good sanding capacity, high tool quality and the fact that 
there is no misalignment.

▶ Easy installation thanks to optimised handling.
▶ �Available in two gearbox variants: Different feed and speed 

levels guarantee a cutting speed to suit various materials (rec-
ommendation: steel pipe – slow cutting speed, cast pipe – fast 
cutting speed).

▶ �Precise and safe working as feed can be switched off and shut 
down (RSG/RDG 1 500 pipe milling cutters).

▶ �Tool is shut down by slipping clutch, meaning that it is pro-
tected when the gearbox is overloaded.

▶ Extensive FEIN accessories range.

The system comes into its own under tough conditions, e.g. pipe 
fractures. Adapting to different pipe materials by selecting the 
right gear ratio produces ideal cutting and feed speeds, enabling 
the cost-effective use of HSS and carbide tools.

PIPE MILLING CUTTER



239

Pipe milling cutterPipe milling cutter

Overview of tools

FEIN electric pipe milling 
machines:
Protection class I. Protection code IP X4.
In conjunction with the controlgear combination:
▶ Self-start lock ensures safe operation.
▶ �Overload protection for the three-phase motor.
Produced and tested in accordance with EN 62841.

RSG version:
▶ For universal use.
▶ �Three-phase motor with protection from explosion and 

moisture.

RSG Ex version:
▶ �Particularly well suited for cutting oil and gas pipes not 

transporting material.
▶ �Three-phase motor with protection from explosion and 

moisture with additional switch with explosion protection.

FEIN pneumatic pipe milling 
machines:
RDG version:
▶ �Protection for work on water, oil and gas pipes not 

transporting material thanks to pneumatic drive.
▶ Suitable for use in potable water applications.
▶ Motor drive parts made from stainless material.
▶ The pneumatic motor’s fins are resistant to swelling.
▶ Can even run dry for brief periods.

We are more than happy to provide technical advice. Cu
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Vibration and noise emission valuesVibration and noise emission valuesVIBRATION AND NOISE EMISSION VALUES
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7 105 01 75 3 86 3 91 3 2,7 1,5
7 105 02 75 3 86 3 89 3 1,8 1,5
7 105 03 75 3 86 3 91 3 2,5 1,5
7 105 04 75 3 86 3 89 3 1,8 1,5
7 109 01 75 3 86 3 91 3 2,7 1,5
7 113 11 73 3 84 3 92 3 1 1,5
7 113 20 65,6 3 76,6 3 78,4 3 1 1,5
7 113 21 65,9 3 76,9 3 78,9 3 αh 0.4 1,5
7 113 22 75,8 3 86,8 3 89,1 3 αh, D 0,6 1,5 αh 1,5 
7 113 23 90,6 3 101,6 3 107,4 3 αh, D 0,5 1,5 αh 1,5 αh, ID 12,3
7 115 03 93,8 3 104,8 3 112 3 14,5 1,5
7 115 04 90,2 3 101,2 3 113,7 3 αh 9,1 1,5
7 115 05 91,5 3 102,5 3 111,7 3 αh 9,7 1,5
7 115 06 96,1 3 107,1 3 118,2 3 αh 16,1 1,5
7 115 07 93,8 3 104,8 3 114,5 3 αh 12,9 1,5
7 116 10 74 3 75,5 3 86,5 3 1 1,5
7 116 11 72,8 3 83,8 3 86 3 αh, D 1,5 1,5
7 120 01 87 3 98 3 102 3 αh, AG 4,6 1,5 αh, DS 1,7 
7 120 02 86,5 3 97,5 3 101,4 3 αh, AG 5,4 1,5 αh, DS 2,5 
7 120 03 87 3 98 3 102 3 αh, AG 4,6 1,5 αh, DS 1,7 
7 120 04 86,5 3 97,5 3 101,4 3 αh, AG 5,4 1,5 αh, DS 2,5 
7 123 01 84 3 95 3 98,8 3 αh, SG50 12 1,5 αh, SG25 5 
7 123 02 84,7 3 95,7 3 97,6 3 αh, SG50 12,1 1,5 αh, SG25 5,3 
7 123 03 85,2 3 96,2 3 98,1 3 αh, SG50 1,8 1,5 αh, SG25 1,1 αh, P80 3,4
7 130 03 74,8 3 85,8 3 87,9 3 αh 10,1 1,5
7 130 04 74,6 3 85,6 3 87,9 3 αh 3,3 1,5
7 132 04 73,8 3 84,8 3 85,8 3 αh 6,5 1,5
7 132 05 73,7 3 84,7 3 86,1 3 αh 4,7 1,5
7 132 06 73,7 3 84,7 3 86,1 3 αh 4,7 1,5
7 140 01 88,4 3 99,4 3 105,8 3 αh, D 4,2 1,5 αh, ID 11,8
7 170 01 82,4 3 93,4 3 97,1 3 αh, D 0,6 1,5
7 170 02 82,4 3 93,4 3 97,1 3 αh, D 0,6 1,5
7 202 06 88 3 99 3 103 3 αh, D 1,3 1,5
7 202 09 86 3 97 3 102 3 αh, D 1,6 1,5
7 205 01 81 3 92 3 99 3 αh, D 0,9 1,5
7 205 47 81,1 3 92,1 3 95,2 3 αh, D 2.4 1,5
7 205 49 82,1 3 93,1 3 95,6 3 αh, D 1.9 1,5
7 205 51 82 3 93 3 96 3 3 1,5
7 205 52 81,4 3 92,4 3 96,2 3 αh, D 4,3 1,5
7 205 53 82,3 3 93,3 3 96 3 αh, D 3,3 1,5
7 205 54 82,1 3 93,1 3 96,9 3 αh, D 2,9 1,5
7 205 55 82,1 3 93,1 3 96,9 3 αh, D 2,9 1,5
7 209 38 82 3 93 3 96 3 <1.5 1,5
7 213 04 82 3 93 3 96 3 1 1,5
7 221 05 87 3 98 3 103 3 αh, AG 6,0 1,5 αh, DS 2,5
7 221 06 87 3 98 3 103 3 αh, AG 6,0 1,5 αh, DS 2,5
7 221 07 87 3 98 3 103 3 αh, AG 6,0 1,5 αh, DS 2,5
7 221 08 87 3 98 3 103 3 αh, AG 6,0 1,5 αh, DS 2,5
7 221 10 87 3 98 3 103 3 αh, AG 6 1,5 αh, DS 2,5
7 221 11 87 3 98 3 103 3 αh, AG 1,5 αh, DS 2,5
7 221 13 86 3 97 3 102 3 2,4 1,5
7 221 26 87 3 98 3 103 3 αh, AG 6,0 1,5 αh, DS 2,5
7 221 27 87 3 98 3 103 3 αh, AG 6,0 1,5 αh, DS 2,5
7 221 31 87 3 98 3 3 αh, AG 3,8 1,5
7 221 49 84 3 95 3 100 3 αh, P 3,5 1,5 αh, DS 2,5
7 221 66 84 3 95 3 98 3 4,5 1,5
7 221 67 85 3 96 3 101 3 αh, P/T=3 2,5 1,5 αh, P/T=6 5,0
7 221 73 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 1,8
7 221 74 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 1,8
7 221 75 89 3 100 3 104 3 αh, AG 5,0 1,5 αh, DS 2,0
7 221 76 89 3 100 3 104 3 αh, AG 5,0 1,5 αh, DS 2,0
7 221 77 90 3 101 3 105 3 αh, AG 6,0 1,5 αh, DS 1,8
7 221 78 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
7 221 79 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
7 221 87 90 3 101 3 105 3 αh, AG 7,9 1,5 αh, DS 1,5
7 221 90 90 3 101 3 105 3 αh, AG 5,9 1,5 αh, DS 2,1
7 221 91 90 3 101 3 105 3 αh, AG 5,9 1,5 αh, DS 2,1
7 221 98 87,3 3 98,3 3 103,6 3 αh, AG 8 1,5 αh, DS 2,5
7 222 07 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
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7 222 08 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
7 222 09 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
7 222 10 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
7 222 11 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
7 222 12 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 3,5
7 222 13 90 3 101 3 105 3 αh, AG 4,1 1,5 αh, DS 2,2
7 222 18 90 3 101 3 105 3 αh, AG 5,9 1,5 αh, DS 2,1
7 222 19 90 3 101 3 105 3 αh, AG 5,9 1,5 αh, DS 2,1
7 222 20 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 1,6
7 222 21 90 3 101 3 105 3 αh, AG 5,0 1,5 αh, DS 1,6
7 222 22 90 3 101 3 105 3 αh, AG 3,4 1,5 αh, DS 1,6
7 222 23 90 3 101 3 105 3 αh, AG 3,4 1,5 αh, DS 1,6
7 223 16 84 3 95 3 97 3 αh, SG (Ø 25 mm) 4,7 1,5
7 223 17 84 3 95 3 97 3 αh, SG (Ø 25 mm) 4,7 1,5 αh, SG (Ø 50 mm) 7,9
7 223 18 84 3 95 3 97 3 αh, SG (Ø 25 mm) 5,3 1,5
7 223 19 84 3 95 3 97 3 αh, SG (Ø 25 mm) 5,3 1,5 αh, SG (Ø 50 mm) 11,4
7 223 20 84 3 95 3 97 3 αh, SG (Ø 25 mm) 1,9 1,5 αh, SG (Ø 50 mm) 2,9 
7 223 21 85 3 96 3 98 3 αh, SG (Ø 25 mm) 9,7 1,5
7 223 22 85 3 96 3 98 3 αh, SG (Ø 25 mm) 9,7 1,5
7 223 23 85 3 96 3 98 3 αh, SG (Ø 25 mm) 1,5 1,5 αh, SG (Ø 50 mm) 4,5
7 223 24 83 3 94 3 95 3 αh, SG (Ø 25 mm) 4,8 1,5
7 223 25 83 3 94 3 95 3 αh, SG (Ø 25 mm) 1,0 1,5 αh, P 1,5
7 228 05 84 3 95 3 99 3 2 1,5
7 230 23 86 3 97 3 103 3 12,1 1,5
7 230 24 87 3 98 3 103,1 3 22,6 1,5
7 230 31 81,1 3 92,1 3 93,3 3 5,7 1,5
7 230 32 81,1 3 92,1 3 93,3 3 5,7 1,5
7 230 33 76,2 3 87,2 3 91 3 10,8 1,5
7 230 34 82,5 3 93,5 3 94,9 3 4,1 1,5
7 230 35 81,7 3 92,7 3 93,8 3 4,8 1,5
7 232 30 85 3 96 3 100 3 8,9 1,5
7 232 31 85 3 96 3 100 3 10 1,5
7 232 38 82 3 93 3 93 3 8,8 1,5
7 232 39 82 3 93 3 93 3 8,8 1,5
7 232 40 80 3 91 3 91 3 7,3 1,5
7 232 41 82 3 93 3 93 3 9,5 1,5
7 232 42 82 3 93 3 93 3 6,8 1,5
7 234 15 79 3 90 3 94 3 7,8 1,5
7 234 17 79 3 90 3 94 3 7,8 1,5
7 234 22 89 3 100 3 102 3 7 1,5
7 234 23 89 3 100 3 102 3 7 1,5
7 270 32 84 3 95 3 101 3 1,5
7 270 34 84 3 95 3 101 3 1,5
7 270 40 82,4 3 93,4 3 97 3 < 2,5 1,5
7 270 41 82,4 3 93,4 3 97 3 < 2,5 1,5
7 270 42 82,4 3 93,4 3 97 3 < 2,5 1,5
7 270 43 82,4 3 93,4 3 97 3 < 2,5 1,5
7 270 50 87,5 3 98,5 3 102,3 3 αh, D < 2,5 1,5
7 270 51 88,5 3 99,5 3 102,5 3 αh, D < 2,5 1,5
7 270 52 88,5 3 99,5 3 102,5 3 αh, D < 2,5 1,5
7 270 53 86,7 3 97,7 3 101,2 3 αh, D < 2,5 1,5
7 270 54 86,7 3 97,7 3 101,2 3 αh, D < 2,5 1,5
7 270 55 86,7 3 97,7 3 101,2 3 αh, D < 2,5 1,5
7 270 56 86,7 3 97,7 3 101,2 3 αh, D < 2,5 1,5
7 270 57 85,6 3 96,6 3 98,9 3 αh, D < 2,5 1,5
7 270 58 85,6 3 96,6 3 98,9 3 αh, D < 2,5 1,5
7 270 60 84,0 3 95,0 3 98,7 3 αh, D = 1,4, ah = 0,6 1,5
7 270 61 89,4 3 100,4 3 102,6 3 2,3 1,5
7 270 65 83,1 3 94,1 3 97,6 3 αh, D 3,6 1,5
7 271 03 81 3 92 3 96 3 αh, D 3,5 1,5 αh, D 5,5
7 271 04 81 3 92 3 96 3 αh, D 3,5 1,5 αh, D 5,5
7 272 03 87 3 98 3 99 3 1,5
7 272 15 84,1 3 95,1 3 98,8 3 αh, D 0,3 1,5
7 534 08 81 3 92 3 102 3 αh, D 7.1 1,5
7 820 62 83 3 94 3 100 3 3,9 1,5
7 820 65 84,8 3 95,8 3 99,2 3 1,5
7 820 71 81 3 92 3 95 3 4,3 1,5
7 820 73 82 3 93 3 95,8 3 1,5
7 820 75 85,4 3 96,4 3 100,4 3 1,5
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7 820 77 85,7 3 96,7 3 99,6 3 1,5
7 820 80 82,4 3 93,4 3 99,8 3 1,5
7 820 83 83 3 94 3 97 3 3,6 1,5
7 820 85 81 3 92 3 95 3 4,5 1,5
7 820 86 74 3 85 3 90 3 αh, AG 2,8 1,5 αh, DS 1,0 
7 823 03 71 3 82 3 85 3 3,7 1,5
7 823 19 79 3 90 3 92 3 5 1,5
7 823 20 77 3 88 3 92 3 5,5 1,5
7 824 37 83 3 94 3 101 3 2 1,5
7 824 38 83 3 94 3 101 3 3,8 1,5
7 824 39 84 3 95 3 103 3 Ø 125 mm=7,5 

Ø 100 mm=3,3 1,5
7 824 40 84 3 95 3 97 3 Ø 125 mm=2,0 1,5
7 824 42 83 3 94 3 3 αh, SG80 11,8 1,5 αh, SG50 6,3

Emission values (sound/vibration) can be found at www.fein.com/vibration
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Germany:
C. & E. Fein GmbH
Hans-Fein-Str. 81
73529 Schwäbisch-Gmünd-Bargau
Tel:	 +49 (0) 7173 183-0
Fax:	 +49 (0) 7173 183-800
info@fein.de
www.fein.de

United Arab Emirates:
FEIN Middle East FZE
Warehouse No. FZSIBL02
P.O. Box: 261875, Jebel Ali Free Zone
Dubai, United Arab Emirates
Tel:	 +971 (0) 4 8861168
Fax:	 +971 (0) 4 8861169
info@fein.ae
www.fein.ae
Area of Responsibility: 
Middle East, GCC, Turkey, Cyprus

Bosnia and Herzegovina:
AX-SOLING d.o.o. Grude
Elić Luka bb
88347 Ružići / Grude
Bosnia and Herzegovina
Tel:	 0038739 / 660-138
Fax:	 0038739 / 660-555
igor.ljubic@ax-soling.com
www.ax-soling.com

Bulgaria:
Euromarket BRD Ltd.
454 Okolovrasten pat
1532 Sofia, Kazichene
51 Andrei Liaptchev blvd.
Mladost - 1
1784 Sofia
Tel:	 +359 2 9767100
Fax:	 +359 2 9767111
office@euromarket.bg
www.fein.com

Croatia:
MAFE d.o.o
Bukošćak 11
10090 Zagreb Podsused
Tel:	 +385 98 488 950
mafedoo@gmail.com
www.fein.com

Denmark:
FEIN Elektrovaerktøj Danmark A/S
Lykkegårdsvej 1
4000 Roskilde
Tel:	 +45 59 44 15 11
Fax:	 +45 59 44 24 55
fein@fein.dk
www.fein.dk

Greece:
Nicolas Georgantopoulos
Ellinos Stratiotou 93
26441 Patras
Tel:	 +30 6974 324412
nico.georgantopoulos@fein.gr

India:
FEIN Power Tools India Pvt. Ltd
S.F.No.767/2B-1, Mayiladum Parai
Chettipalaym,  
Coimbatore – 641201
Tel:	 +91 0422 2655655/755
Fax:	 +91 98407 18434
info@fein.in
www.fein.in

Irland:
Lambrini Ltd. T/A
DNJ Power Tools
Unit 6
Greenhills Industrial Estate
Walkinstown
Dublin 12
D12 PX5K
Tel:	 +353 1 4568017
Fax:	 +353 1 4568020
dnjpowertools@gmail.com
www.fein.ie

BMC Equipment & Tools Ltd. (GRIT only)
Unit 4A Summerhill Enterprise Centre
Summerhill, Co. Meath
Tel:	 +353 46 955 8121
Fax:	 +353 46 955 8122
bcarleton@bmcequip.com

Macedonia:
MAFE
ORANICE 134
10090 Zagreb
Tel:	 +385 98 488 950
mafedoo@gmail.com
www.fein.com

Norway:
Charlie Storm Messel A/S
Østre Aker Vei 105
0596 Oslo
Postadresse:
PB 104, Veitvet
0518 Oslo
Tel:	 +47 22 907140
firmapost@csmessel.no
www.fein.com/nn_no

Serbia:
PANKLIMA D.O.O.
Internacionalnih brigada 46
Beograd
Srbija
Tel:	 +381 11 243 43 51
Fax:	 +381 11 243 36 74
office@panklima.rs
www.panklima.rs

Slovenia:
TEHNOHIT d.o.o
Vodnikova ulica 2
1233 Dob
Tel:	 +386 1 72 20 860
Fax:	 +386 1 72 20 865
fein@tehnohit.si
www.fein.com

Fingal d.o.o. (GRIT only)
Ljutomerska cesta 29c
9250 Gornja Radgona
Tel:	 +386 2 56 49 670
info@fingaltrade.com

South Africa:
ERGO Power Tools CC
3rd Floor
54 Fifth Street
Wynberg 2090
Johannesburg
Postdresse:
P.O.Box 1411
Bramley 2018
Johannesburg
Tel:	 +27 11 444 22 28
Fax:	 +27 11 444 58 55
ergotools@iafrica.com
www.fein.co.za

Thailand:
Vast Metal and Machinery Co., Ltd.
294/30 Romklao Road, Klongsampravet,  
Ladkrabang, Bangkok 10520      
Tel.:   +66 (0) 2 184 9625-26
Fax.:  +66 (0) 2 184 9627
www.fein.com

United Kingdom:
FEIN Industrial Power Tools U.K. Ltd.
4 Badby Park
Heartlands Business Park
Daventry
Northants NN11 8YT
Tel:	 +44 1327 308730
Fax:	 +44 1327 308739
sales@fein-uk.co.uk
www.fein-uk.co.uk

ALWAYS NEAR YOU: FEIN
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